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EasySDL Install and User Guide
1 Prior to Installation

1.1 Hardware requirement

» 1GHz or higher processor

» 200M or more hard disk space

» 1024x768 monitor resolution or above
» 256M or more RAM

» USB interface and cable

» LAN interface and cable

1.2 System Support

» Microsoft Windows 2000, XP system
> Win7 32bit and 64bit system

> Vista 32bit and 64bit system

> Windows 8 32bit and 64bit system.

» Windows10 32bit and 64bit system.

1.3 Software requirement

NI-VISA:
Before installing the EasySDL application, you have to install NI-VISA 5.4(This
manual takes the NI-VISA5.4 as the example and you can install the latest version),

which you can download from the NI-VISA website: https://www.ni.com/en-

us/support/downloads/drivers/download.ni-visa.htm|#329456
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After you download the file you can follow the steps below to install it:

a. Double click the visa540 full.exe, dialog shown as below:

¥inZip Self-Extractor — visa540_full... [X|

Tounzip all files in vizabd0_full exe to the specified

! U zi
folder prezs the Unzip buttan. e

Fun Winsip

IInzip ta folder:

e

fI.Jn'lEer'lt:E: D ownloadshHI-AS A5 Bi ] LCloze

Owenwrite files without prampting fbaut

YWhen done unzipping open:

SAzetup.exe Help

b. Click Unzip, the install process will launch after unzipping files. If your
computer needs to install .NET Framework 4, its Setup process will auto

start.

il §I-VISA 5.4

ni.com/visa

NI-VISA

Mational Instruments VISA Software

E«it all applications before running this installer.
[zabling virug scanning apphications may improve installation zpeed.
Thiz program iz subject to the accompanying Licensze Agreement]z].

Mational Instruments Corporation iz an autharized distributor of Microsoft Silverlight.

yNﬁTIONAL

1995-2013 hational Inskruments, All rights reserved. INSTRUMENTS

[ Mewt:> | [ Cancel ]

c. The NI-VISA install dialog is shown above. Click Next to start the installation



(=
O SIGLENT R EasySDL Install and User Guide

process.

il §I-VISA 5.4

Destination Directory NATIONAL

Select the primary installation directon. INSTRUMENTS"

Mational [nstruments software will be installed in a subfolder of the following. To install inta a
different folder, click the Browse button and zelect another.

Destination Directary

C:'‘Frogram Files'Fational Instrumentsh ‘ ’ DI, ]

[ << Back ]l Mestss [ Cancel ]

d. Set the install path, default path is “C:\Program Files\National
Instruments\” , you can change it. Click Next, dialog as shown

above.
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i §I-¥ISA 5.4

Features
Select the features to install

NATIONAL
INSTRUMENTS"

2= '-| MI-A1S8 5.4
Fiun Time Support
Confiquration Support
Development Support

Fiemote Server

Real-Time Suppart

‘Windows Mobile/CE Support

=]
LERE

X
]

k4
Il

2 =| Ml Instrument 1/0 Azzistant 2.8.2
=0 =| M| Spgkem Configuration 5.5.0
= =| M| Measurement & Automation Explorer 5.5
= =| MI-1588 Configuration 1.3.0
< >

M ational Instruments WS4 driver wersion 5.4, VIS4
provides an AP for controlling <1, GPIE, Serial, Fil
and other types of inztuments.

) omp <

Thig feature will be installed on the local hard drive,

Directory for NIVISA 5 4

C:\Frogram Filez\IVI FoundationiVISAN

|[ Browse. .. ]

[ Restore Feature Defaults l [Qisk Cost l [

<< Back ]| Mextss | [ Cancel l

the above 2 License Agreement(s).

below:

e. Click Next twice, in the License Agreement dialog, selectthe “l accept

", and click Next, dialog as shown
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f.

i §I-¥ISA 5.4

Start Installation NATIONAL
Review the following surmmany befare continuing. INSTRUMENTS

Adding or Changing
o MI-YISA B 4
Run Time Support
Configuration Support
Developrment Suppart
Remate Server
» M| System Configuration 5.5.0
* Ml tMeazurement & Automation E splarer 5.5
+ MI-1588 Configuration 1.3.0

Click the Mest button to begin installation.  Click the Back button to change the installation settings.

[ﬁave File... l [ << Back ]| Mextss | [ Cancel

Click Next to begin installation.

Bl NT-VISA 5.4

Installation Complete MNATIOMNAL

INSTRUMENTS

Inztallation complete! You might be prompted to reboot youwr machine.

The best way to explore the new featwres is to use the VISA Interactiwe Control to open
seszions to the new resource types and look at awailahle operations, ewvents, and
attributes.

You can use Measurement and Automation Explorer to configure the settings for HI-VISA

g. Now the installation is complete, reboot your PC.

If you don’t want to install the tools in NI-VISA, you can install only the NI-VISA
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runtime engine, which is much smaller than the full version. For example,

download NI-VISA Run-Time Engine 5.4 to your PC and install it as default

selection. Its installation process is similar to the full version.
2 EasySDL Software Installation

a. Double click on the EasySDL_setup.exe file, launch the install process and

select

“l accept the agreement” , dialog as shown below:

License Agreement ~ J
Please read the following important information before continuing. el |

Flease read the following License Agreement. You must accept the terms of this
agreement before continuing with the installation.

SOFTWARE LICEMSE AGREEMEMNT

License L

1.Under this Software License Agreement (the "Agreement”), SIGLENT (the
“Vendor®) grants to the user (the "Licensee”) a non-exdusive and non-
transferable license (the "License) to use EasyWaveX (the Software”).

2. "Software” indudes the executable computer programs and any related printed,

electronic and online documentation and any ather files that may accompany the
product.

-

i@ [ accept the agreement

(711 do not accept the agreement

[ Mext = ] [ Cancel

b. Click Next, dialog as shown below:


http://ftp.ni.com/support/softlib/visa/NI-VISA/5.4/windows/visa540_runtime.exe
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Select Destination Location H
Where should EasyS0L be installed? {."'E
ot

) Setup will install EasySDL into the following folder.

To continue, didk Mext. If you would like to select a different folder, didk Browse.

C:\Program Files (x86)"EasyTools\EasySOL

At least 48,7 MB of free disk space is required.

< Back ][ Mext = ][ Cancel

c. Setthe install path, default pathis “C:\Program Files(X86)
\EasyTools\EasySDL" , you can change it, click Next, dialog as

shown below:
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Select Start Menu Folder
Where should Setup place the program's shortouts?

i Setup will create the program's shortouts in the following Start Menu folder,

To continue, dick Next. If you would like to select a different folder, didk Browse.

EasyTools\EasysOL

[ Don't create a Start Menu folder

< Back “ Mext = ][ Cancel

d. Click Next

Select Additional Tasks
Which additional tasks should be performed?

Select the additional tasks you would like Setup to perform while installing EasySOL,
then didk Mext.

Additional shortouts:
Create a desktop shortout

< Back ][ Mext = ][ Cancel

e. Create a desktop shortcut, then Click next
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Ready to Install
Setup is now ready to beain installing EasySOL on your computer.,

Click Install to continue with the installation, or dick Back if you want to review ar
change any settings.

Destination location: -
C:\Program Files (x88)\EasyTools\EasySOL

Start Menu folder:
EasyTools\EasySOL

Additional tasks:
Additional shortouts;
Create a desktop shortcut

< Back ][ Install ][ Cancel

f. Click install to start the installation

Installing
Please wait while Setup installs EasySOL on your computer.,

Extracting files. ..
C:\Program Files (x86)\EasyTools\EasysOL\Qt5Widgets. dll

Cancel
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Completing the EasySDL Setup
Wizard

Setup has finished installing EasySOL on your computer., The
application may be launched by selecting the installed
shortouts,

Click Finish to exit Setup.

Launch EasysDL

g. Wait for the installation to complete and then Click “Finish” to

exit.

2.1 Running the EasySDL

Double click the EasySDL shortcut, the application as shown below.

e =l

| Range V Range RRange Value
2 ;3/\ ’ [2 i:Xv ® current:  [3.000 [ElA
S — stew_Ris: [0.500 [Ba/us

Slew_FAL: |0.500 A/us

Measure Data

0.0000V 0.0000A
0.00W 0.0000

Trend

Auto Range

W Record Record Setting

TrendTime:  (1min_[]
Max  Min  Ave
Resis

Power 0.00

anual| Average:214(16384)

10



\( | &
) SIGENTMPH EasySDL Install and User Guide

3 How to use?

Please reference the User help. The path is: Help--User Help

End
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